Product Data Sheet
B GWS2231

ASTRID SQUARE range

Vierkant inbouwspot met veermontage. Plaatstalen armatuur. Aluminium reflector. Heatsink van aluminium.
Transparante kunststoffen prismatische diffusor. Ledverlichting met gemiddeld vermogen. Ook leverbaar in
nooduitvoering.

Toepassing Intern Type Standalone

Installatie Inbouwbehuizingen Afmetingen 200 x 200
(mm)

Stoot- IK02 Spanning 220-240 V - 50/60 Hz

bestendigheid

Spanning 220/240 V - 50/60 Hz - Standalone System 19W
vermogen

Gewicht 1.3 Lamp- LED

(kg)

Kleur Wit Lumen- 2000
vermogen (Im)

IP- 1P20 (IP40 optisch compartiment) Isolatie- 1l

graad klasse

Type driver Leddriver met constante stroom Bedrijfstemperatuur -25 +25°C

UGR <=22 Garantie 5 jaar

Kleur 3000 K (CRI>80) Type lichtbron Led - niet vervangbaar

temperatuur

Efficiéntieklasse van geintegreerde leds A+ A++ Electrocod 2419

Ledlevensduur (L80B50) 50000 h

DIMENSIONAL PHOTOMETRIC DISTRIBUTION
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TECHNICAL SYMBOLOGY
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Data, measures, designs and pictures are for information purpose only, last update 11/04/2024. They can be changed at any moment, therefore it is always ecommended to read
the last updated version published on the website www.gewiss.com.Lumen output and system power are subject to a tolerance of +/- 10%. Unless stated otherwise, the values
apply to an ambient temperature of 25°C. Terms of warranty at https://www.gewiss.com/it/en/company/landingpage/led-warranty. - 1 of 1



