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Product Data Sheet
GW85203S

Thermoplastische schijnwerper voor buiten, rookgrijs, met heet gegalvaniseerde beugel in dezelfde kleur.
Uitgerust met een gradenschaal om de uitrichting te vergemakkelijken. Vlak getemperd glas met een dikte van
4 mm, gezeefdrukt; scharnierend bevestigd voor snelle toegang tot de schijnwerper. Verouderingsbestendige
siliconenpakking. Voedingsingang door PG 13,5 voor kabels @ 6,5 + 13 mm. Optiek in voor 99,85% gepolijst
en geanodiseerd aluminium. Elektrische componentplaat van gegalvaniseerd staal. Bipolair klemmenblok voor
kabel 4 mm?2.

1P- IP65
graad
Isolatie- 1l
klasse
Maximaal opperviak 0.235 m?
blootgesteld aan de wind
Gewicht 11.9
(kg)
Spanning 230V -50 Hz
Lamp- 4.2 A
stroom
Lamp- ST
meegeleverd
Efficiéntieklasse van de meegeleverde lamp A++
Optiek Symmetrisch beperkt
Garantie 5 jaar
PHOTOMETRIC DISTRIBUTION
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Data, measures, designs and pictures are for information purpose only, last update 10/04/2024. They can be changed at any moment, therefore it is always ecommended to read
the last updated version published on the website www.gewiss.com.Lumen output and system power are subject to a tolerance of +/- 10%. Unless stated otherwise, the values
apply to an ambient temperature of 25°C. Terms of warranty at https://www.gewiss.com/it/en/company/landingpage/led-warranty. - 1 of 1



