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POINT serie
- Verlichtingsapparatuur in paalstijl voor residenti€éle omgevingen. Kenmerk is de afscherming van de
% ledlichtbron. Leverbaar in twee verschillende, kleine groottes (h = 473 mm en 550 mm). Sober en elegant
: : design, met een nieuw onwikkelde interne, transparante diffusor die het licht naar de grond richt en de flux
R optimaliseert zodat de lichtverspreiding naar boven wordt vermeden. De bevestiging maakt snel en veilig
onderhoud mogelijk.
Lamp- 12W Lamp- DR
vermogen
Lamp- E27 Kleur BlueGreen
houder
Aantal 1 Gloeidraadproef 650 °C
lampen
Isolatie- Il IP- IP55
klasse graad
Stoot- IK10 Spanning 230V -50 Hz
bestendigheid
Toepassing Extern Licht 25%
vervuiling
Efficiéntieklasse van geintegreerde leds D+ A+ Type lichtbron A+
Garantie Kan worden uitgebreid Electrocod 2442
DIMENSIONAL PHOTOMETRIC DISTRIBUTION
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TECHNICAL SYMBOLOGY
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650 °C IP55 IK10

STANDARDS/APPROVALS
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Data, measures, designs and pictures are for information purpose only, last update 10/04/2024. They can be changed at any moment, therefore it is always ecommended to read
the last updated version published on the website www.gewiss.com.Lumen output and system power are subject to a tolerance of +/- 10%. Unless stated otherwise, the values
apply to an ambient temperature of 25°C. Terms of warranty at https://www.gewiss.com/it/en/company/landingpage/led-warranty. - 1 of 1



