GEWEE Product Data Sheet
0 GW85646B
SATURNO serie
Architecturale schijnwerpers

Schijnwerper van gietaluminium met polyester poedercoating na een trivalente passivatie. Optische dubbele
rotatie door een centrale aansluiting met een goniometrische schaalverdeling voor een correctie uitrichting.
Vlak getemperd glas met een dikte van 4 mm. Verouderingsbestendige siliconenpakking. Geintegreerde
componentenbasise voor architecturele toepassingen. Elektronische driver voor constante stroom.
Monochromatische uitvoering in ledtechnologie.

Toepassing Binnenshuis / buitenshuis Optiek Cirkelvormig 40°
Maximaal oppervlak 0.118 m? Minimale afstand 1m
blootgesteld aan de wind van het verlichte voorwerp

Bedrijfstemperatuur -25 +25 °C Uitvoering Met basis
Efficiéntieklasse van geintegreerde leds A+ A++ Type lichtbron Led - niet vervangbaar
Communicatieprotocol DMX- Electrocod 2424
Licht 0 cd/Kim Fotobiologisch -
vervuiling Risico

DIMENSIONAL PHOTOMETRIC DISTRIBUTION
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TECHNICAL SYMBOLOGY
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STANDARDS/APPROVALS

C€

Data, measures, designs and pictures are for information purpose only, last update 09/04/2024. They can be changed at any moment, therefore it is always ecommended to read
the last updated version published on the website www.gewiss.com.Lumen output and system power are subject to a tolerance of +/- 10%. Unless stated otherwise, the values
apply to an ambient temperature of 25°C. Terms of warranty at https://www.gewiss.com/it/en/company/landingpage/led-warranty. - 1 of 1



