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MAIN MENU

The main menu is divided in three sections:

1) Test management
2) System management

3) Allarms
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Other functions:

4, Operator: adm

4) Program database upload (event list, operator list, email addresses)
5) Save the program database (event list, operator list, email addresses)
6) Management of the program configuration

7) Event list

8) Instruction manuals
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1) TEST MANAGEMENT

1A) RESTART TEST

By this function it is possible to launch the automatic RCCB test for all the devices on the bus (only for
devices with autotest function).

f The program can manage only the device with the autotest function.

&> Test =]

GEWIS5

& -~ TEST

Device J Place of installation ] Protected line | Code ‘ Result =+
@1 PC line (ATR 1) Gewiss/Laboratory DB office GW30311
@1 Light line (ATR 2) Gewiss/Laboratory DB office GWwg0a11
@2 PC line (ATR 3) Gewiss/Laboratory DB office GW90811
@2 Light line (ATR 4) Gewiss/Laboratory DB office GW30911
@3 PC line {ATR 5) Gewiss/Laboratory DB office GW90911
@3 Light line (ATR 6) Gewiss/Laboratory DB office GW30811
@Meetmg room (ATR 7) Gewiss/Laboratory DB office GW90911
QMeelmg room light (AT... Gewiss/Laboratory DB office GW30911
@Sawice (ATR 9) Gewiss/Laboratory DB office GW390811
@1 Test bench line {ATR .. Gewiss/Laboratory DB test bench  GW30911
@2 Test bench line (ATR ... Gewiss/Laboratory DB test bench GW920911
@3 Test bench line (AT 12) Gewiss/Laboratory DB test bench GW90931
4 Test bench line (RM ... Gewiss/Laboratory DB test bench GVYW90386 ...
& Test bench line (RM ... Gewiss/Laboratory DB test bench GW30986 .
6 Test bench line (RM __.  Gewiss/Laboratory DB test bench GWS90986 _
@Oﬁce (ATR 16) Gewissi/Laboratory DB test bench GYW90928
Light 1 (ATR 17) Gewiss/Laboratory DB test bench GVV90929 Timeout

@L\ght 2 (ATR 18) Gewiss/Laboratory DB test bench GVV90929 Ok -
] 0] k

Operator: admin

The program shows the RCCB test result:

(2 The RCCB test is OK.
-tﬁ The RCCB test is KO. Call an electrical technician to solve the problem.

No response from the device (the device is not connected to the bus system or it is not powered).

If a device result is without any symbol it means that the connected device do not have autotest function
inside.

At the end of the RCCB test it is showed the result for all the connected device

Supervisor @

l Test completed on the devices.

Autotest devices: 23

Test Ok: 15
TestKC:1
Test without response: 7




and it is created an excel file with the results.

A B £ D E F 6 H 2¥ J K L
1 GEWIES
2
3 GEWISS
4| Viz AVolta 1
5 | Cenate Sotto
6 Telephone: 111222333444
7 |Periodic test of Restarts
8
9 [Name [Date / Time [Piace of instatiation]Protected line | Device code Description| Test intervention differential OK|Test intervention ditferantial KO Note [Sign
10 [1PC line (ATR 1) 28/08/2014 14:35:24 Gewiss/Laboratory DB office GW90911 X
11 |1 Light line (ATR 2} 28/08/2014 14:35:20 Gewiss/Laboratory DB office GWE0911 X
12 |2PC line (ATR 3) 28/08/2014 14:35:20 Gewiss/Laboratory DB office GW90911 X
13 |2 Light line (ATR 4) 28/08/2014 14:35:20 Gewiss/Laboratory DB office GWB0911 X
14 |3 PCline (ATR 5) 28/0B/2014 14:35:20 'Gewiss/Laboratory DB office GWS0911 X
15 |3 Light line (ATR ) 28/08/2014 14:35:20 | Gewiss/Laboratory DB office GW90911 X
16 |Meeting room (ATR 7) 28/08/2014 14:35:25 Gewiss/Laboratory DB office GWE0911 X
17 |Meeting room light (ATR 8) 28/08/2014 14:35:33 Gewiss/Laboratory DB office GW20311 X
18 |Service (ATR 3) 2B/0B/2014 14:35:25 Gewiss/Laboratory DB office GW90311 X
19 |1Testbench line (ATR 10) 28/08/2014 14:35:25 Gewiss/Laboratory DB testbench GW20911 X
20 |2 Test bench line (ATR 11)  28/08/2014 14:35:25 Gewiss/laboratory DB test bench  GW90911 X
21 |3 Testbench line [AT12)  28/08/2014 14:35:25 Gewiss/laboratory DBtestbench  GWS0931 X
22 |4Testbench line (RM 13) - Gewiss/Laboratory DBtestbench GWS0986 + GWS4005
= f5 Testbench line (RM 14) - Gewiss/Laboratory DBtestbench GW909B6 + GW94005
24 |6 Test bench line (RM 15) - Gewiss/Laboratory DB testbench GWS90986 + GWS4005
25 |Office (ATR 16) 28/08/2014 14:35:25 Gewiss/laboratary DB test bench  GWS0328 X
26 |Light 1(ATR 17 21/08/2014 14:05:18 Gewiss/laboratory DB testbench  GWS0929

27 |Light 2 (ATR 18) 2B/08/2014 14:35:25 Gewiss/Laboratory DBtestbench GW90929 X
28 |Power line 1 (ATR 19) B Gewiss/Laboratory DB testbench GW9092%
29 |Power line 2 [ATR 20) E Gewiss/Laboratory DB testbench GW90929
30 |Test (ATR 101) 26/08/2014 14:26:18 |Gewiss/Laboratory DB admin office GW90913

1B) FUNCTIONAL TEST

In case Nemodin are included in the plant, is possible to run the functional test on all lamps, or, if you press
“No” in the window below, all results of the last functional test performed on each lamp will be shown. A
maximum time of 6 minutes could be necessary to perform the test.

" SUPERVISOR 2

lje'i Run the Test on all Devices at this time?




o5l Test \E”E\@

FUNCTIONAL TEST GEWISS

@& » TEST

Device Place of installation Protected line Date Result

> S
w L 1-001 Building 1

Operator: adm

1C) BATTERY TEST

In case Nemodin are included in the plant, is possible to run the battery test on all lamps, or, if you press
“No” in the window below, all results of the last battery test performed on each lamp will be shown. A
maximum time of 6 hours could be necessary to perform the test.

SUPERVISOR 3

\0> Run the Test on all Devices at this time?

i [ | Mo




a2 Test =2 EC <

BATTERY TEST

@" 4} TEST

Device Place of installation Protected line Result
= L 1-001 Building 1

Operator: adm 05:59:51

1D) TEST ARCHIVE

It opens the folder where there are the result of the previous RCCB tests.



2) PLANT MANAGEMENT

GWTEST allows to command and to monitor the status of the connected devices:

- the RCD status is displayed (lever ON, lever OFF, trip for short circuit or earth leakage current fault)
- the Restart Autotest status is displayed (insulation system check, autotest)

- to open/close the RCCB from remote position (only Restart/Autotest devices)

- to lauch autotest function for every RCCB or RCCB cluster

- auxiliary contact status is displayed

- to configure the auxiliary contact status

For emergency lamps you can:

- See the type of lamp (emergency lamp autonomous, Emergency Kit, lamp Node)

- View the lamp status (Normal, Emergency, test in progress, Inhibition, Low Power, Spare, not set) and if
the lamp is in Permanente (on) status or not permanent (off)

- View alarms of the lamp (Test not run, battery failure, battery not connected, battery KO, tube KO, sync
Alarm, LON Communication alarm)

- Show dates and results of the last functional and battery test

- Send command of Permanent (switch on), not Permanent (off), functional test or battery, Spare, Reset
and Wink)

2A) STRUCTURE OF THE SYSTEM =

The devices are shown by tree structure on the left part of the screen (Places of installation

—>boards—>devices/lines). A color caption is used to simplify the research of possible faults or anomaly in the

lines/devices.
Below the color caption shown in order of priority:

= Alarm of Restart Autotest device anomaly, to call a technician

RED = System fault alarm (blocked status, waiting status for low insulation), alarm for BUS line

communication problem, alarm for problem in the connection between BUS module and Restart

Autotest.

= Autotest or restart function in progress
DARK GRAY = Deactivated device, the autotest and restart functions are deactivated (slide cover to the
right)
= Activated device (slide cover to the left)
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1 PC line (ATR 1)

ACTIVE
Restart PRO
Autotest

AlRI0,034,
24 2P

_ GYW90911
LOO

Autotest
Last Autotest: 28/08/2014 14:35:24
Result: Ok

Autotest Ol 150

Restart

Last Restart: 19/06/2014 17:47:50
Restart counter: 5

Last Events
Descriplon

2610612013 14:35.24 | utotes

2BI0B/A014 14:35:24
25108/2014 14:35:13
25/08/2014 14:35:12
Z5108/2014 14:32:51
251082014 14:32:51
28082014 14324
25/08/2014 14:32:40
25/08/2014 11:07:32
25108/2014 11:07:32

Autotest from Remoe
Autpest

Aurgeest

Aunpeest Ok

Autotest from Remose
Autotest

Aungeest

Aunpeest Ok

Autotest from Remose

The status and commands available for the selected device (or cluster of devices) are shown on the left part

of the screen.

RCD lever status (ON, OFF) and device status (RCCB
self test in progress, anomaly of the device, check of
the system in progress, trip for earth leakage current

 LPCline (ATR 1) _

[ Auto
| Test
I acve |

I —_—

]| ON $0
|
Restart PRO
| \ o GWo0sTT IAuTo‘resT
| L AIRID.03A
I OO | 254 2P
M [
e
Autotest
Last Autotest: 28/08/2014 14:35:24
1 PC line (ATR 1)
Auto
Test
ACTIVE
ON $0
[ ="
Restart PRO
' GWousT Jautotest I
| | \ ARIO 05A 1

fault, trip for short circuit fault, ecc...).

Device technical data of Restart.



1 PC line (ATR 1)

I Last Restart: 19/06/2014 17:47:50
I Restart counter: 5

Last Autotest: 28/08/2014 14:35:24
Result: Ok

Autotest Ok: 150

Restart

Last Restart: 19/06/2014 17:47:50
Restart counter: 5

[ |
1
Auto
| Test
ACTIVE [
ON 1 $0
bR —
GWwo0g1] | NesE
=0 Autotest
AIRMN. 034
OO 2hA 2P
| Autotest I
Last Autotest: 28/08/2014 14:35:24
Result: Ok |
Autotest Ok: 150
Restart I
|
4

hﬁ“nh—————————l

| o= Ewvent Descrigfon - I
[a0er204 143524 Jawoest _Jawoestok
I zs0e2014 143524 Event Autpiest fom Remote 1
BI08/2014 14:35:43  Command recsived  Autiest
28/08/2014 14:35:12  Commeand sent Autotest [
28082014 14:32:51  Auiest Auinest Ok

I sscam0ia 143251 Event Autptest Bom Remote [
2BM06/2014 14:32:41  Command received  Autolest

| sicerm01e 105240 Command sent Autptest I
2BI08/2014 11:07:32  Autotest Auiniest Ok

[Py —— Autotest fom Remote bl

oo oo,

Command to send to the device (opening and
reclosing command, RCCB autotest, reclosing
command previous check of the system).

Result of the last executed restart/autotest and
relative counter.

Visualisation of the last events regarding the selected
device.

By pushing the following button it is possible to obtain additional data.
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Restart counter: 5

Last Events

16M2/2014 17:32:46  Event
16M2/2014 17:32:36  Command received
16M2/2014 17:32:35  Command sent
121202014 10:43:15  Alarm OF
124202014 10:30:31 Alarm On
121202014 10:26:25  Alarm Of
124202014 10:25:20  Alarm On
121202014 10:18:38  Alarm OF
12M2:2014 10:47:14  Alarmn On
121202014 10:14:55  Alarm OF
12202014 10:11:42  Alarm On
1211202014 10:09:52  Alarm Off
1212/2014 10:08:55  Alarm On
12M12/2014 09:55:14  Alarm Off
1211202014 08:52:37  Alarm On
12M2/2014 09:20:06  Autolest
121202014 09:20:06  Event
12M12/2014 09:19:58  Command received
18/12/2014 16:05:53

Auxi Ii_ary ‘Contact
Out: 0V ™
State: Stand-By

Configuration: N.O.

| =

Send Configuration ‘

Alarms

Note:

By selecting a site or a board in the system tree which it contains more Restart Austotest devices, it is

Restart FRO
GWa0911
e Autotest
A[IR)0.034
OO 2h4 2P
Autotest
Last Autotest: 16/12/2014 17:32:46
Result: Ok
Autotest Ol 189
Restart

Last Restart: 09/12/2014 16:53:20

Dale Ewent Descripon
16/122014 17:32:45

Autotest from Remoie
Autoiest

Autotst
Communicagon
Communicagon
Communicagon
Communicagon
Communicagon
Communicaion
Communicagon
Communicagon
Communicagon
Communicagon
Communicagon
Communicagon
Autoiest Ok

Autotest from Remoie
Autotst

Last data readed:
18/12/2014 16:05:53

Auxiliary Contact
Out: 0V

State: Stand-By
Configuration: N.O.

Send Configuration

-

m

Auxiliary contact setting.

Notification of device alarm status.

possible to launch the autotest for all the selected devices.



E]Treesbudurs |_|:|_| =)

DB office

Number of Restart Autotest: 9

[=]- . Floor 2 I

= ;.d MKT office

@) 4 PCline (ATR 301)

2B) DEVICE STATUS
It is visualized the status of all the Restart and Emergency Lamps connected to the bus system.
It is possible instantaneusly to see the following data:

- circuit breaker ON/OFF (in case of a Restart)

- device status (Autotest anomaly, short circuit, low insulation, ecc...)
- Installation site of the device

- Device and protected line

- Device code

- Result and date regarding the last executed test

- Date of the last executed restart

It is used the same color caption used in “STRUCTURE OF THE SYSTEM”.



' status of devices == ==

GEWIS5

Status of devices -

] State ] Place of i... | Protected line I Code
ACTIVE DB office GW90911
ACTIVE DB office GW90911
ACTIVE DB office GW90911
ACTIVE DB office GW90911
ACTIVE DB office GW90311
ACTIVE DB office GW90911
ACTIVE DB office GW90311
ACTIVE DB office GW90911
ACTIVE DB office GW90311
ACTIVE DB test ben . GW30911
ACTIVE DB test ben . GW30311
ACTIVE DB test ben . GW30932
ACTIVE DB test ben . GW90988 + G'
ACTIVE DB test ben... GWI0986 + G'
ACTIVE DB test ben... GW390988 + G'
ACTIVE DB test ben... GW30911
ACTIVE DB test ben... GW30311

ACTIVE DB test ben... GW390911
1]

2C) PLANIMETRIES

The management by planimetry is enabled only if it is selected during the phase of
GwTest software installation/ configuration.

¥ @ Laboratorio Elettronica - admin




The devices on the planimetry are highlighted by different color using the same color caption of
“STRUCTURE OF THE SYSTEM”.



3) ALARMS

Alarms are shown in the specific section.

{&) GEWISS S.p.A. - GWTEST Supervisor ver, 1,02 Pcl0 =] & =]

a

Test of devices Test archive

- i PLANT

System structure Status of devices

P — — —
| P ALARMS

Device | Alarm Type | Intervention Date | Operatar
I 3 PC line... Communication Alarm 18/12/201416:14:41  Adm
I [J3PCline .. Communication Alarm o

Qperator: Adm

. £ ALARMS

Device | Alarm Type | Intervention Date Operator
\53 PC line... Communication Alarm 18122014 1614:41  Adm

O Communication Alarm - -

The operator that he takes in charge the alarm has to tick the warning, so the other operators will see
the name of the operator involved and the date of the tick. Eventual emails of that alarm will never be
sent.

Alarms will automatically disappear when the problem will be solved.



4) UPLOAD EXISTING FILE

Upload the past configuration.

5) SAVE

Save the current configuration.

6) PROGRAM SETTING

COperators Management

Excel Report Configuration

warnings / Alarms

The administrator has to enable the functions of the other operators during the configuration of the
software (administrator, power user, user). It is also possible to add, to modify, to cancel an operator.



{33 GwTest - Settings [=] = ==

GEWISS5

= g OPERATORS MANAGEMENT

& & 3 |

Add Modify Delete Add image Delete
operator operator operator image

Er DATA y o | IMAGE
Nome: [Adm ¥ . ﬁ

Number: 1
Level:  Administrator

Activation Date: 28/08/2014 m

- Report Excel configuration air

The field of the excel autotest report can be modified.

{7 GwTest - Settings f=ll = ==

GEWISS5

.i-‘] EXCEL REPORT CONFIGURATION

I i FIELDS CHOICE 1 'J DEVICE CHOISE

¥ Header - ¥ Autotest

Company [GEwISS _ loae |

Address [viaavolal =

City [Cenate Sotto
Telephone [111222333444

¥ Restart Autotest
¥ Date ] Time

I Place of installation =

¥ Protected line n
¥ Device code

¥ Description

¥ Test intervention differential OK =
 Test intervention differential KO = %
¥ Note -

¥ Sign

¥ Restart RD / RM

- Notifications/alarms 7\

To use email for sending alarms it is important to create a recipient list and to set the type of alarm.



{3 GwTest - Settings [E=mEen =)

WARNINGS ! ALARMS

& DATA

Recipients: ‘
l} ﬁ Ad‘? : Name: ‘
recipient

Email: ‘

Modify
recipient

Delete
recipient

@ EMAIL TIME LIMITS

Send alarm every: |1 Minute - Repeat sending every: |1 Hour s

The time referring to "Send alarm every" is the time interval in which emails containing new alarms
occurred in the system are sent. For example, setting "1 hour", would be sent all the reports occurring
in the course of an hour in a single email.

@ EMAIL TIME LIMITS

Send alarm every: |1 Minute j

If nobody solve the cause of the alarm, the sending of the mail will be repeated every setted time.

Repeat sending every: |1 Hour j

7) EVENT LIST

By “event list” button it is possible to see all events regarding the connected devices.



& EVENTS - Adm

SR B GEWi55

- & | EVENT LIST

¥ Autotest

> ‘ Pe— ¥ Columns
|1 GAHR2E0 ¥ Events
3 ? Sl Device: SHOW
rq»—u_] % Alarms. ,—4]
Jr AT V¥ Anomalies All =
Date | pevice | Tvpe | Description |

Operator: Adm

It is possible to print or to save the event list in excel format.

A The “Delete” command will definitely cancel the shown events from the database.

8) INSTRUCTION MANUAL

This command allows to see the instruction manual.



