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To configure the system, click on C:\Gewiss\GwTest\Configurator.exe. The first start of the program have to be done 

with administrator privileges. Wait some seconds until the software configures the Database structure (a MS-DOS 

window will temporary appear). When the window below will appear, select the language of installation and [Create 

a new configuration]. 

To modify a previous modification, proceed by selecting the command [Open existing configuration]. 

To use the most updated configuration (e.g. main PC connected to a database), proceed by selecting the command 

[Open configuration from database].   

 

 

 

 

Select Restart and/or Emergency Lamps depending on the type of your system: 

 



 

Set the number of external line of the system (every converter modbus/Ethernet is an external line, e.g. two converter 

are two external line). 

 

 

 

Example number of line = 1. 

Set the communication port of the PC. 

 

 

 

Example number of line>1. 

Set the communication ports of the PC. 

 



 

It is possible to connect a maximum of 99 Restarts and/or 250 Nemodins each line and the maximum number of lines 

connected to the PC is 16, corresponding to the COM ports from 1 to 16. 

 

 

 

Select the [Password] that it will be requested in the case of: 

- modification of the software configuration  

- operation that can lose data 

 

In case of emergency lamp system, select the installation type between: 

- “Bergamo Hospital” if is this case 

- “Standard” in all other cases 

 

The users of the software are subdivided in three categories: 

- Administrator: any command on the installed devices it is allowed 

- Power user: only selected command on the installed devices it is allowed  

- User: no command on the installed devices it is allowed 

Select the [Power user commands] allowed. 

 



Insert the URL to send alert emails. If you don’t have an own space, you can use the default address and email will be 

sent from Gewiss server. 

 

 

 

GWTEST allows to manage also the plan of the system. If you do not want to use the plan of the system you have to 

select zero images. 

 

 

 If you want to put the devices in one or more than one plans of the system you have to select the numbers of the 

plans and to upload the plans. 

 



 

 

You can insert individually the devices used in the system by [Add Modbus device] and inserting the info matched to 

the single device. 

 



 

 

You can ask GWTEST to recognize automatically the devices connected in the system. 

For every Restart automatically added, is possible to assign its Gewiss code clicking on the corresponding line. 

 

 

 

In case of Nemodins, the window below allow the acquisition of the lamps of every Nemodin. You can manually 

enter the lamps or automatically recognize those already configured in Nemodins. 

 



 

 

GwTest allows to organize the structure of the devices in relationship to: 

- Site of the installation of any device 

- Floor 

- Board in which any device is installed 

Create the structure of the site and put inside the boards and the devices by drag and drop modality. 

 

 

 

In case there are plans of the system, you have to position the right place. 

Select [Next plan] to go ahead. 
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