
STREET [O3] LED

IP66 -25

Kg h

1x16 LEDs 8,5
2x16 LEDs 9,1
3x16 LEDs 9,7 Max 15m 0,21m2 0,11m2

4x16 LEDs 10,3
5x16 LEDs 10,9

Inrush current peak
and width

1x16 LEDs 5 A / 50 µs
2x16 LEDs 35 A / 1000 µs

ILED
(mA)

700
700

4x16 LEDs 35 A / 1000 µs700
3x16 LEDs 35 A / 1000 µs700

27 A / 265 µs1x16 LEDs 550
46 A / 250 µs2x16 LEDs 550

53 A / 300 µs4x16 LEDs
53 A / 300 µs5x16 LEDs

3x16 LEDs 53 A / 300 µs
550
550

550

STREET [O3] STAND-ALONE / DIMMING

STREET [O3] BI-POWER
5x16 LEDs 35 A / 1000 µs700

 

STREET [O3]  
I LED (A) 

ta 50 °C ta 45 °C ta 40 °C ta 35 °C 

STAND-ALONE / 
DIMMABLE 1-10V 

1x16 LED  0,7 A 0,7 A 0,7 A 0,7 A 

2x16 LED 0,55 A 0,6 A 0,6 A 0,7 A 

3x16 LED 0,55 A 0,65 A 0,7 A 0,7 A 

4x16 LED 0,55 A 0,6 A 0,65 A 0,7 A 

5x16 LED  0,45 A 0,5 A 0,55 A 0,55 A 

BI-POWER 
 WITH  

SELF-LEARNING 

1x16 LED  0,55 A 0,55 A 0,55 A 0,55 A 

2x16 LED 0,55 A 0,55 A 0,55 A 0,55 A 

3x16 LED 0,55 A 0,55 A 0,55 A 0,55 A 

4x16 LED 0,55 A 0,55 A 0,55 A 0,55 A 

5x16 LED  0,45 A 0,45 A 0,55 A 0,55 A 

DALI 

1x16 LED  0,55 A 0,55 A 0,55 A 0,55 A 

2x16 LED 0,55 A 0,55 A 0,55 A 0,55 A 

3x16 LED 0,55 A 0,55 A 0,55 A 0,55 A 

4x16 LED 0,55 A 0,55 A 0,55 A 0,55 A 

5x16 LED  0,45 A 0,45 A 0,55 A 0,55 A 
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DIMMING 1-10V

3

STREET O3 1x16 LED  -  Max 700mA

ON

6 5 4 3 2 1
OFF

SEC 6 5 4 3 2 1

350 mA - - - - - -

500 mA ON - - - - -

550 mA
STANDARD - ON - - - -

650 mA ON - - ON - -

700 mA ON ON - - - -

STREET O3 2x16 / 3x16 / 4x16 / 5x16 LED - Max 700 mA

OFF
ON

SEC 1 2 3 4
200 mA - - - -
250 mA ON - - -
300 mA - ON - -
350 mA ON ON - -
400 mA - - ON -
450 mA ON - ON -
500 mA - ON ON -
550 mA ON ON ON -
600 mA - - - ON
650 mA ON - - ON
700 mA - ON - ON

A

B

PG 13,5
Ø 6,5÷11,5 mm

DIMMING 1-10V

PG 13,5
Ø 6,5÷11,5 mm

2 x max 2,5 mm²

L
N

25±5 8±2



Dim level
(%)

After Midpoint
(hrs)

4

T-dim
(hrs)

T-down
(hrs)

1550

Ton
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Pnominal
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Tdim

Day 1 Day 2 Day 3 Day 4
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BI-POWER

PG 13,5
Ø 6,5÷11,5 mm


