Rated voltage (EN/IEC 61008-1, 61008-2-1)

Rated frequency (Hz)

Rated impulse
withstand voltage (Uimp)

Level of immunity (8/20 ps)

Section flexible cable
Double connection

GEWIS5

Description
Code

No. of poles
No. modules
Rated current

Product Data Sheet
GWD4562

90 RCD Range

RESIDUAL CURRENT CIRCUIT BREAKER

Rated residual operating current
Direct current residual current

Type
Application

230/240 V
50/60 Hz
4 kV

3000 A
<=1x35 - <=2x16 - <=1x16+2x10 mm?

YES (up stream and down stram)

Stocking temperature -40 +70 °C
Mechanical endurance = 20000
ReStart compatibility Yes
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Standard

Insulation voltage (Ui)
Overvoltage category

Section rigid cable
Rated tightening torque
Operating temperature
Electrical endurance
Aucxiliaries compatibility
Assembly position

Tipo A
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IDP
2P

4

40 A
30 mA
6 mA

Type A[EV] (Electric Vehicle)
Electrical vehicle charger

IEC 62955 (RDC-PD)

IEC/EN 61008-1, IEC/EN 61008-2-1(RCCB)

500 V
1]

<=1x35 - <=2x16 - <=1x16+2x10 mm?

3 Nm

-25 +60 °C
> 10.000
Yes

Any

WIRING DIAGRAM

Linea dedicata
ricarica veicoli elettrici

Tipo A [EV]

lan=30 mA
IAce 6 mA

Data, measures, designs and pictures are shown
only as informative purposes,
and could be changed without previous notice



