Categorie

Culoare

Groapa de pamant
Caracteristici

Borne de cablare

Rezistenta la tensiunea de test
Termo-presiune cu bila

Prinderea bornei la tractiunea cablului

Capacitate de strangere a bornelor cabluri

solide (mm?)
Material

GEWIS5

Product Data Sheet
GW21207

SISTEM NEGRU - Gama de produse pentru uz
casnic

The System modular devices allow the creation of infinite combinations of devices and plates, through a
complete range that covers all design, functional and installation needs. Colours and finishes: satin black,
elegant and classy. Ideal for flush-mounted solutions (for rectangular or square boxes), surface-mounted
solutions and special applications. The range includes control units, socket-outlets, breakers, indicators,
connectors and devices for the control, safety and comfort of your home

Priza

Negru

Continut

Terminale cu ingurubare

2000 V la 50 Hz timp de 1 minut
125 °C

>50N

Descriere 2P+E - 16A
Tensiune 250V
Standard Grade franceze
Pentru stifturi de conectare J4/4,8 mm

Standard IEC 60884-1; NF C 61-314
Comutator de functionare prelungit (nr. de modificatiodé0fdaitiep50 V ac cos¢=0,8
Test de incercare cu fir incandescent 850 °C
Capacitate de strangere borne cabluri
torsadate (mm?)

min. 0,75 - max. 2x4

40, 1

min. 0,5 - max. 2x2,5 Nr. Module DE SISTEM 2
Tehnopolimer Electrocod 0131
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