Product Data Sheet
GW92047

Gama 90 MCB

ST} Descriere intrerupator in miniatura
Cod MT 60
Y Nr. poli 2P
y Nr. module 2

| PN | Curent nominal 16 A
“‘ v Curba C

. ' Tensiune nominald 230-400 V

L I

Standard IEC EN 60898-1 Frecventa nominala (Hz) 50/60 Hz
Capacitate de rupere EN 60898 230V (Icn) 6000 A Capacitate de rupere EN 60898 400V (Icn) 6000 A
Capacitate de rupere EN 60898 (Ics) 1 xIcn Capacitate de rupere IEC/EN 60947-2 230V (Icu) 20 kA
Capacitate de rupere IEC/EN 60947-2 400V (Icu) 10 kA Capacitate de intrerupere EN 60947-2 (Ics) 75% lcu
Tensiune de izolare (Ui) 500V Tensiune nominala de rezistenta la impulsuri (Uimp) 4 kV
Tensiune de functionare minima: 12V AC/DC Tensiunea maxima de operare 440V c.a./ 220V c.c.
Rezistenta electrica 10,000 Rezistenta mecanica: 20,000
Cablu rigid sectiune <=1x35 - <=2x16 - <=1x16+2x10 mm? Cablu flexibil sectiune <=1x35 - <=2x16 - <=1x16+2x10 mm?
Cuplu de strangere nominal 2Nm Temperatura de functionare -25 +60 °C
Temperatura de stocare -40 +70 °C  Electrocod 1411
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