
 

Proiector din aluminiu turnat, vopsit cu pulbere de poliester după pasivare trivalentă. Rotaţie optică dublă
datorită dozei centrale prevăzute cu scală goniometrică gradată pentru o indicare corectă. Sticlă călită plată,
grosime 4mm. Garnitură din silicon anti-îmbătrânire. Prevăzut cu legătură de conexiune adecvată pentru
instalarea pe stâlpi cu diametre de 50/76 mm. Versiune de tehnologie cu LED monocromatic. A se completa
cu driver extern SELV max. 700 mA.

Cerere Interior - Exterior Optică Asimetric
Suprafaţa maximă expusă vântului 0.118 m² Distanţa minimă faţă de obiectul iluminat 1 m
Alimentarea sistemului 50 W Puterea luminoasă (lm) 4250
Temperatura de culoare 4000 K (CRI>65) CURENT LED 700 mA
Garanţie Poate fi extins Temperatură de funcţionare -25 +25 °C
Versiune Pentru stâlp Clasa de eficienţă a LED-urilor integrate A++ / A++
Tipul sursei de lumină LED - Nu poate fi înlocuit Electrocod 2424
Poluarea luminoasă cd/klm Risc fotobiologic RG1/RG2 @ 20cm
Fluxul nominal (lm) 5100

DIMENSIONAL PHOTOMETRIC DISTRIBUTION

TECHNICAL SYMBOLOGY

 0.118 m² 1 m  
 
STANDARDS/APPROVALS
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Data, measures, designs and pictures are for information purpose only, last update 10/04/2024. They can be changed at any moment, therefore it is always
ecommended to read the last updated version published on the website www.gewiss.com.Lumen output and system power are subject to a tolerance of +/- 10%.
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