Product Data Sheet
GW87213

La cerere

Carcasa amovibila din poliamida, continand componente electrice, prevazuta cu maner pentru reducerea
duratei de operare. Borna bipolara de alimentare electrica, cu dubla izolatie, pentru cablu de max. 2,5 mm>.
Suport ceramic pentru lampa. Fire de cablare flexibile 1-1,5 mm? in silicon, cu dubla izolatie FG4G4. Versiune
Bi-Power prevazuta cu balast cu iesire duala si aparat cu comutare electronica programabila.

Wi

Greutate (kg) 2.9 Tensiune 230V - 50/60 Hz
Lampa SE-ST Puterea lampii 70W
Putere redusa 50 W Suport lampa E27
Electrocod 240

DIMENSIONAL PHOTOMETRIC DISTRIBUTION

156

TECHNICAL SYMBOLOGY

Data, measures, designs and pictures are for information purpose only, last update 10/04/2024. They can be changed at any moment, therefore it is always ecommended to read
the last updated version published on the website www.gewiss.com.Lumen output and system power are subject to a tolerance of +/- 10%. Unless stated otherwise, the values
applv to an ambient temperature of 25°C. Terms of warranty at https://www.aewiss.com/it/en/company/landinapaae/led-warranty. - 1 of 1



