
Product Data Sheet
GWS3158T30K 
La cerere 

 

Cerere Intern
Serie SMART [3]
Tip Independentă
Grad IP IP66/IP69
Rezistenţă mecanică IK08
Clasa de izolaţie II
Test de încercare cu fir incandescent 850 °C
Lungime 1600 mm

conform
Dispozitiv cu temperatură redusă a suprafeţei TransparentECRANAJ

-30 +50 °CTemperatură de funcţionare 2.5Greutate (kg)
220/240 V - 50/60 Hz - IndependentăTensiune LEDLampă

LED driver curent constantTip driver 26 WAlimentarea sistemului
LED - Nu poate fi înlocuitTipul sursei de lumină 3000 K (CRI>80)Temperatura de culoare

A++ / A++Clasa de eficienţă a LED-urilor integrate 3500Fluxul nominal (lm)
3200Puterea luminoasă (lm) 100000 hDurată DE VIAŢĂ LED (L80B50)

50000 hDurată DE VIAŢĂ LED (L90B50) 85000 hDurata DE viaţă a LED-ului (L80B20)

<2,5%
Rata de defectare apparecchio (35.000h, Tq=35° C)

<2,5%
Rata de defectare apparecchio (50.000h, Tq=25° C)

5 aniGaranţie Mod comun: 2KV; Mod diferenţial: 1 KVRezistenţă la supratensiune
2434Electrocod

DIMENSIONAL WIRING DIAGRAM

 
STANDARDS/APPROVALS

 

GEWISS S.p.A. Via Domenico Bosatelli 1
24069 Cenate Sotto - Bergamo - Italy

tel. +39 035 94 61 11 fax +39 035 94 69 09 

www.gewiss.com
sat@gewiss.com 

Last update 09/04/2024

Data, measures, designs and pictures are shown
only as informative purposes,

and could be changed without previous notice 


