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La cerere

Reflector cu LED de mare putere, cu radiator realizat din aluminiu turnat EN AB 44300 ,fara cupru” (Cu < 0,08
%) si cadru PAG ranforsat cu sticla ,fara halogen”. Sistem optic compus din reflector sau colimator realizat din

Cerere Interior - Exterior
Tip Independenta
Lampa echivalenta 400 W ME
Rezistenta mecanica IK08
Test de incercare cu fir incandescent 850 °C
Greutate (kg) 13
Tensiune 220/240 V - 50/60 Hz - Independenta
Alimentarea sistemului 284 W
Optica Asimetric
Temperatura de culoare 5700 K (CRI>80)
Clasa de eficienta a LED-urilor integrate A++ [ A++
Durata DE VIATA LED (L80B05) 90000 h
Electrocod 2444
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PC UV stabilizat si secundar. Obiectiv realizat din PMMA cu eficienta ridicata. Garnitura din silicon anti-
imbatranire. Dispozitiv de ventilare si plastic anticondens. Sticla frontala calita de 4 mm, fixata cu cadru de
aluminiu. Sistem de fixare prin suspensie cu cabluri de otel si ochi de prindere. Suruburi exterioare din otel
inoxidabil. Conector cu apasare |P68 pentru 1,5 mm?2. Cabluri cu diametru extern de la 7 la 12 mm. Mecanism
de actionare electronic cu corectie de faza (cos fi > 0,9).

Serie INTELIGENT [4] 2.0 HB - 4x5L
Versiune Flux luminos
Grad IP IP66
Clasa de izolatie |
Dispozitiv cu temperatura redusa a suprafetei conform
Culoare Gri RAL 7037
Lampa LED
Tip driver LED driver curent constant
Tipul sursei de lumina LED - Nu poate fi inlocuit
Curent LED 11A
Puterea luminoasa (Im) 31300
Garantie 5 ani
Rezistenta la supratensiune Mod comun: 3KV; Mod diferential: 2 KV
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Data, measures, designs and pictures are for information purpose only, last update 11/04/2024. They can be changed at any moment, therefore it is always
ecommended to read the last updated version published on the website www.gewiss.com.Lumen output and system power are subject to a tolerance of +/- 10%.

Unless stated otherwise, the values apply to an ambient temperature of 25°C. Terms of warranty at https://www.gewiss.com/it/en/company/landingpage/led-warranty. -
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