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La cerere

Dispozitive decorative pentru mediul urban din aluminiu turnat EN AB 46100 vopsit cu pulbere de poliester
dupa tratament superficial epoxidic si proces de fosfocromatare, cu sistem de ventilatie cu grila de plastic.

Clasa de izolatie 1]

Grad IP IP66
Tensiune 220/240 V - 50/60 Hz - Alimentare duala cu invatare
automata

Serie URBAN [03]
Numar de module 3 (3x16 LED)
Suprafata maxima expusa vantului 0.25 m?
Adecvata pentru Suporturi laterale comerciale cu racord
superior

Puterea luminoasa (Im) 8060
Tensiune 220 - 240 V/ 50 - 60 Hz
Sistemul de alimentare cu energie Bi-Power
Temperatura de functionare -25 +35 °C
Tip de lampa LED
Risc fotobiologic RG1/RG2 @ 20cm
Durati DE VIATA LED (L80B10) 100000 h
Rezistenta la supratensiune Mod comun: 8KV; Mod diferential: 6
KV

DIMENSIONAL

TECHNICAL SYMBOLOGY

O] IP IK

IP66 CORP IKO08 -
LENTILA IK06

I9:>s

STANDARDS/APPROVALS

q3

Culoare
Rezistenta mecanica
Greutate (kg)

Cerere

Optica

Distanta minima fata de obiectul iluminat
Alimentarea sistemului

Temperatura de culoare
Curent LED

Garantie

Tip driver

Electrocod

Fluxul nominal (Im)

Durata DE VIA]’A LED (L90B20)

Sistem de inchidere cu maner incastrat si cablu de fixare din otel. Surub extern din otel inoxidabil AISI 316.
Garnitura din silicon anti-imbatranire. Cutit de siguranta dublu, cu doi poli, pentru cabluri 2,5 mm?2. Placa port-
accesorii PC. Cablaj intern cu cabluri UG4G4 de 1mmq. Motoare LED modulare (2-4) cu radiator de aluminiu
injectat prevazut cu lentile PMMA. Fixare superioara cu aluminiu ,anticoroziune”.

Gri grafit
CORP IK08 - LENTILA IK06
9.9

Extern

Ciclism si pietoni - ULOR: 0%
1m

81w

4000 K (CRI>70)

530 mA

5 ani

LED driver curent constant
244C

10230

50000 h

PHOTOMETRIC DISTRIBUTION

-

0.25 m?

300

600

900

1200

1500

cd/klm

CONSTANT
( ) CURRENT
DRIVER

Data, measures, designs and pictures are for information purpose only, last update 09/04/2024. They can be changed at any moment, therefore it is always
ecommended to read the last updated version published on the website www.gewiss.com.Lumen output and system power are subject to a tolerance of +/- 10%.

Unless stated otherwise, the values apply to an ambient temperature of 25°C. Terms of warranty at https://www.gewiss.com/it/en/company/landingpage/led-warranty. -
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