
 

Unitate de alimentare de la distanţă Smart [PRO] 3x2M

Clasa de izolaţie I Grad IP IP66
Rezistenţă mecanică IK08 Tip Sursă externă de alimentare
Tensiune 220 - 400 V/ 50 - 60 Hz Versiuni DALI
Descriere Sursă de alimentare DALI 3x2M

220-400V
Greutate (kg) 6.1

Serie Smart [PRO] 2.0 Cerere Interior - Exterior
Număr de module 3x2M Suprafaţa maximă expusă vântului 0.075 m²
Garanţie 5 ani Temperatură de funcţionare -30 +50 °C
Rezistenţă la supratensiune DM 10 KV / CM 10 KV Driver defect, F10 = 50.000h Tq25°C

DIMENSIONAL PHOTOMETRIC DISTRIBUTION

TECHNICAL SYMBOLOGY

 IP66 IK08  0.075 m² 
 
STANDARDS/APPROVALS

 

Product Data Sheet 
GWP20031 
SMART [PRO] 2.0 Dispozitive de iluminare cu
LED-URI de putere  

Data, measures, designs and pictures are for information purpose only, last update 10/04/2024. They can be changed at any moment, therefore it is always
ecommended to read the last updated version published on the website www.gewiss.com.Lumen output and system power are subject to a tolerance of +/- 10%.
Unless stated otherwise, the values apply to an ambient temperature of 25°C. Terms of warranty at https://www.gewiss.com/it/en/company/landingpage/led-warranty. -
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