GEWIS5

Kategori

Group

Voltaj

Standart

Fis pinleri icin

Tipi

Test voltajindaki rezistans
Uzatilmig kullanim (konum degisiklikleri sayisi)
Akkor Tel Deneyi:

Terminal sikistirma kapasitesi
esnek kablolar (mm?)
SYSTEM modiil sayisi
Elektrokod

TECHNICAL SYMBOLOGY
4
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1256 °C

STANDARDS/APPROVALS

q3

850 °C

GEWISS S.p.A. Via Domenico Bosatelli 1
24069 Cenate Sotto - Bergamo - Italy
tel. +39 035 94 61 11 fax +39 035 94 69 09

Tahsis edi

Soket cikigl
Imis hatlar icin
250V ac
israil

Yuvarlak @ 4 / 4.4 mm

1 dak. igin 2

000 V a 50 Hz

10.000, 250 V ac cos®=0,8

850 °C

min. 0,75 - maks. 2x4

39,2

AH-TE==

Product Data Sheet
GW20298

SYSTEM WHITE i¢ mekan serisi

The System modular devices make it possible to create infinite combination between devices and plates,
thanks to a complete range that is able to satisfy all design, functional and installation requirements.

The range includes commands, socket- outlets, protection, indicators, connectors and devices for the control,
safety and comfort of your home.

Tanim 2P+T - 16A
Renk Kirmizi
Toprak yuvasi -
Ozellikler gocuk koruma igin kapakli
Kablolama terminalleri Vidali
Standart IEC 60884-1/ S| 32 part 1.1
Yalitim direnci > 5 MOhm
Bilyeli termo sicaklik 125°C
Kablo gekmede terminal tutusu >50N

Terminal sikistirma kapasitesi min. 0,5 - maks. 2x2,5

sert kablolar (mm?)

2 Malzeme Teknopolimer
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DIMENSIONAL
46,2
© (GEWi5 5]
s |l omo |
<

www.gewiss.com
sat@gewiss.com
Last update 09/04/2024

Data, measures, designs and pictures are shown
only as informative purposes,
and could be changed without previous notice



