Kategori

Renk

Voltaj

Test voltajindaki rezistans
Kablolama terminalleri

Kablo gekmede terminal tutusu

Terminal sikistirma kapasitesi
sert kablolar (mm?)

Akkor Tel Deneyi:

Malzeme
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Product Data Sheet

GW21527

SYSTEM BLACK serisi

The System modular devices allow the creation of infinite combinations of devices and plates, through a
complete range that covers all design, functional and installation needs. Colours and finishes: satin black,
elegant and classy. The range includes control units, socket-outlets, breakers, indicators, connectors and

devices for the control, safety a
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250V ac

nd comfort of your home.

Tus
Tanim
Standart

1 dak. i¢in 2000 V a 50 Hz  Yaltim direnci

Vidah
>50N

min. 0,5 - maks. 2x2,5

850 °C
Teknopolimer

Uzatilmis kullanim (konum degisiklikleri sayisi)
Terminal sikistirma kapasitesi

esnek kablolar (mm?)

Bilyeli termo sicaklik

SYSTEM modiil sayisi
Elektrokod

DIMENSIONAL
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Gostergeli

1P NA - 10 A - 1siklandirilabilir
EN 60669-1

> 5 MOhm

40.000, 250 V ac cos¢=0,6
min. 0,75 - maks. 2x4

125°C
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