GEWIS5

Product Data Sheet
GW40163

40 CDI Serisi

German standard flush mounting enclosure for plasterboard walls equipped with bipolar terminal blocks.
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Yalitim sinifi Il (IEC 61140 standartlarina gére) Renk RAL 9003 Beyaz
IP derecesi IP40  Montaj Siva alti montaj kutulari
Dagitabilir gl (W) 24  Direng dayanikh 1K08
Kapi rengi Opak Moddler dagitici N (mm?) (2x25)+(6x16)+(22x10)
Moddler dagitici T (mm?) (1x25)+(5x16)+(22x10) Moddl sayisi EN 50022 36+6 (12x3)
Akkor Tel Deneyi: 850 °C  Duvarlar igin Alcipan
Standart IEC EN 60670-1; IEC EN 60670-24; DIN VDE 0603-1; Calistirma sicakhidi -15 + +60°C
DIN 43871
Elektrokod 0320 Bilyeli termo sicaklik 70 °C
Kutup 1 (mm?) N (2x25)+(6x16)+(22x10)  Kutup 2 (mm?) E (1x25)+(5x16)+(22x10)
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o a — o GW 40161 338 335 75 925 76 48 16,5 188 150 125 303 298 85
| 24M GW 40162 463 335 75 925 76 48 16,5 188 150 125 428 298 85
r 4 E_EIH:E:HI}_‘ —— 36M GW 40163 588 335 75 925 76 48 165 188 150 125 553 298 85
1 48M GW 40164 73 335 75 925 76 48 16,5 188 150 125 678 298 85
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I (IEC 61140 1P40 IK08 850 °C 70°C
standartlarina gére)
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