Product Data Sheet

GEWIS5 GWS6025GDSTK

ESALITE HB

Polyester toz boyali EN AB 46100 dékiim aliminyumdan yapilmis endistriyel LED aydinlatma armaturd.
Dogru aydinlatma, farkli lens versiyonlarindan olusan bir optik sistem tarafindan saglanir. Silikon contalar,
Goretex'te solunum ve yogusma 6nleyici cihaz, 1,5 mm? kablolar igin su gegirmez konektér ve paslanmaz gelik
dis vidalar. Dogrudan dékium altiminyumdan yapilmis bir halka sayesinde entegre slispansiyon sabitleme
sistemi. Dokiim altiminyum yapi, 6zel termal boyutlandirma testleri sayesinde hem @ Ta25 ° hem de @ Ta50
° 'de optimum performans kosullarini garanti eder. ESALITE igindeki dogru is1 dagilimi, ylksek kalitatif ve
kantitatif performanslar sunan ¢ok diisiik bakir icerigine sahip ézel pasif sogutucu ile garanti edilir.

Esalite HB - 12K panolari Ic

Seri
Calistirma sicakhg: -30 +50 °C IP derecesi 1P65

Direng dayanikh IKO7 icin
Yalitim sinifi | Voltaj 220-240 V - 50/60 Hz
Agirlik (kg) 7.5 Elektrokod 2444

DIMENSIONAL PHOTOMETRIC DISTRIBUTION

434 171

TECHNICAL SYMBOLOGY
» IP IK J_

IP65 IK07
STANDARDS/APPROVALS

UK
cA & C€

Data, measures, designs and pictures are for information purpose only, last update 10/04/2024. They can be changed at any moment, therefore it is always ecommended to read
the last updated version published on the website www.gewiss.com.Lumen output and system power are subject to a tolerance of +/- 10%. Unless stated otherwise, the values
applv to an ambient temperature of 25°C. Terms of warranty at https://www.aewiss.com/it/en/company/landinapaae/led-warranty. - 1 of 1



