GENEL BILGILER

GEWIS5

Interior lighting

Product Data Sheet
GWF1611MN940

ELIA PL - LED Panel

OPTIK VE AYDINLATICI OZELLIKLER -

Baglam Optik mikroprizmatik
armatir Modular LED luminaire Birlestirilmis Parlama Derecelendirmesi UGR<19
panolari Ic Limen cikisi (Im) 3600
Benzersiz dijital kod (Datamatrix) Su anda mevcut degil Efficacy 109
(Im/W)
Renk Beyaz Renk Sicaklik 4000 K
Isik kaynag tipi LED Colour Rendering Index CRI 90
Sistem glict 33W Standart Sapma Renk Eslestirme SDCM =3
LED Omrii L80B50 (Tq25°) = 50.000 saat Fotobiyolojik Risk Sinifi RGO
Agirlik (kg) 24 Standart EN 60598-1; EN 60598-2-2; IEC/TR 62778; EN
62493
Garanti 5yil ELETRIK VE AYDINLATMA OZELLIKLERI -
Depolama sicakligi -20° +65° besleme voltaj 220-240 V
Calisma sicakhigi -20° +45° Nominal frekans (Hz) 50/60
MATERYALLER - sirdict External - Included
Govde Aliminyum Sdirticu ariza orani F025 (Tgq=25°C) = 50.000 h
Ekran tipi PMMA asir gerilim korumasi DM 1 kV
Optik High-efficiency microprism diffuser Kontrol sistemi DALI
Conta - KURULUM VE BAKIM -
Kilitteme Kancasi - Mounting and insteRetiessed (ceiling-mounted and hanging require separately ordered
accessories)
Dis vida - Egim Suspansiyon ayar Kiti ile
Renk Toz kaplama kablolama Sirticu Uzerindeki baglanti terminali ile
STANDARTLAR VE ONAYLAR - icin Free-standing or via separately ordered
accessories
Siniflandirma - Isik kaynag@i degistirilebilirligi degistirilemez
Yizey sicakhg azaltilmis cihaz - Kontrol tertibati degistirilebilirligi Profesyonel olarak
DIN 18032-3 belgesi Miisait degil Surtcu Kutusu -
IPEA - Riizgara maruz maksimum yiizey -
Yahtim sinifi 1] -
IP derecesi 1P20 - IP40 -
Direng dayanikh IK03 -
Akkor Tel Deneyi: 650 °C -
DIMENSIONAL PHOTOMETRIC DISTRIBUTION
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- IP20 - 1P40 IKO3 650 °C

Data, measures, designs and pictures are for information purpose only, last update 10/04/2024. They can be changed at any moment, therefore it is always ecommended to read
the last updated version published on the website www.gewiss.com.Lumen output and system power are subject to a tolerance of +/- 10%. Unless stated otherwise, the values
apply to an ambient temperature of 25°C. Terms of warranty at https://www.aewiss.com/it/en/company/landinapaae/led-warranty. - 1 of 2
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