GEWIS5 GWS3305AB840

SMART [3] PLUS

Smart [3] Plus, CRI 280 ve 290 ile 3000K, 4000K, 5700K olarak sunulan, kablo deligi oimayan LED Déner

oy Tipli bir IP66/69 tavan lambasidir. Endistriyel uygulamalar icin ve Uretim alanlari, depolar ve lojistik alanlar igin

/ s ideal olan kendiliginden sénen polikarbonat RAL7035'ten IKO8 gévde 800, 1200, 1600 mm boyutlarinda
mevcuttur, 25 W ila 63 W glic, 4.000 Im ila 10.000 Im akis, entegre Agma/Kapama veya DALI giicl ve 3 farkli
— optik ¢ozuim, Seffaf, Opal ve Seffaf ekran, orta isinli optiklerle tamamlanir PMMA'dan yapiimis TIR mercegi.

Kesintisiz kablolamali versiyon, sirekli bir sira halinde monte edilmis maksimum 25 cihaz ile 6nceden
kablolanmis mekanik ve elektrikli bilesenlere sahiptir. Aski ve duvar aparatini, aksesuar braketini GW 30° veya
45° egimle monte etmek mumkindur. dikey eksende. Acil durum kiti versiyonu mevcuttur.

GENEL BILGILER - OPTIK VE AYDINLATICI OZELLIKLER -
Baglam Depo, kapali otopark ve endustriyel Gretim odalarinin Optik Dahili lensli seffaf
aydinlatmasi
armatir Genel aydinlatma i¢in LED armattir Birlestirilmis Parlama Derecelendirmesi -
panolari [ Limen cikisi (Im) 6600
Benzersiz dijital kod (Datamatrix) Veri matrisi Efficacy 132
(Im/W)
Renk Gri RAL 7035 Renk Sicaklik 4000 K
Isik kaynag tipi LED Colour Rendering Index CRI>80
Sistem glicu 50 W Standart Sapma Renk Eslestirme SDCM =3
LED Omrii L90B10(Tq25°C)=50.000h; L80B10(Tq25°C)=100.000h; L80B10 Fotobiyolojik Risk Sinifi RGO
(Tg50°C)=94.000h

Agirlik (kg) 4 Standart EN60598-1; IEC 62778; IEC62471
Garanti 5yl ELETRIK VE AYDINLATMA OZELLIKLERI -
Depolama sicakligi -25 +80 °C besleme voltaj 220-240V
Calisma sicakligi -20° - +50°C Nominal frekans (Hz) 50/60 Hz
MATERYALLER - silriict Dahil
Govde polikarbonat Sdriicu ariza orani F10 = 100.000h Tg25°C
Ekran tipi UV stabilize polikarbonat asiri gerilim korumasi DM 1KV / CM 2KV
Optik PMMA lensi iceride Kontrol sistemi Kablolama yoluyla - DALI
Conta CNC dolgu macunu KURULUM VE BAKIM -
Kilitteme Kancasi - Mounting and installation Tavan - Duvar Montaji - Stispansiyon
Dis vida - Egim Sabitleme braketi ile
Renk RAL7035 renkli PC pastasi kablolama GW connect su gegirmez konektor ile
STANDARTLAR VE ONAYLAR - icin Paslanmaz gelik destek
Siniflandirma - Isik kaynag degistirilebilirligi degistirilemez
Yizey sicakh@i azaltilmis cihaz Evet Kontrol tertibati degistirilebilirligi degistirilemez
DIN 18032-3 belgesi Misait degil Sirtict Kutusu Yerlesik
IPEA - Rizgara maruz maksimum ylizey -
Yalitim sinifi 1] -
IP derecesi 1P66/1P69 -
Direng dayanikl IKO8 -
Akkor Tel Deneyi: 850 °C -

DIMENSIONAL PHOTOMETRIC DISTRIBUTION
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TECHNICAL SYMBOLOGY
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- 1P66/IP69 IKO8 850 °C

Data, measures, designs and pictures are for information purpose only, last update 11/04/2024. They can be changed at any moment, therefore it is always ecommended to read
the last updated version published on the website www.gewiss.com.Lumen output and system power are subject to a tolerance of +/- 10%. Unless stated otherwise, the values
apply to an ambient temperature of 25°C. Terms of warranty at https://www.aewiss.com/it/en/company/landinapaae/led-warranty. - 1 of 2



GEWIS5 GWS3305AB840

SMART [3] PLUS

STANDARDS/APPROVALS

En C€

Data, measures, designs and pictures are for information purpose only, last update 11/04/2024. They can be changed at any moment, therefore it is always ecommended to read
the last updated version published on the website www.gewiss.com.Lumen output and system power are subject to a tolerance of +/- 10%. Unless stated otherwise, the values
apply to an ambient temperature of 25°C. Terms of warranty at https://www.aewiss.com/it/en/company/landinapaae/led-warranty. - 2 of 2



