Categoria

Descripcion

N° polos

Norma de referencia

Resistencia a la tensién de prueba

GEWIS5

Ficha Técnica Producto

GW20072

Serie SYSTEM WHITE

The System modular devices make it possible to create infinite combination between devices and plates,

thanks to a complete range that is able to satisfy all design, functional and installation requirements. Colour
and finiture: glossy white, bright and versatile
The range includes commands, socket- outlets, protection, indicators, connectors and devices for the control,

safety and comfort of your home.
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EN 60669-1 / EN 60669-2-2
2000 V a 50 Hz durante 1 minuto

Contactos de salida

Color

Tension

Frecuencia

Resistencia de aislamiento

Regleta de cableado De tornillo  Base de funcionamiento prolongado

(n° de maniobras)
Termopresion con bola 125 °C  Prueba del hilo incandescente
Retencion del borne en traccion al cable >50 N Capacidad de apriete

cable flexible (mm?)
Capacidad de apriete 2x2,5 N. médulos System
cable rigido (mm?)
Potencia nominal (AC1) 0 VA Potencia nominal (AC15)
Lampara de incandescencia / halégena 230V 800 W Lampara fluorescente con balasto electrénico
Lampara fluorescente con balasto magnético ajustado 360 W Lampara CFL
Lampara LED 230V 200 W Lampara halégena o LED con transformador electrénico
Lampara halégena o LED con transformador magnético 400 W  Material
Cadigo Electrocod 140
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GEWISS S.p.A. Via Domenico Bosatelli 1
24069 Cenate Sotto - Bergamo - Italy
tel. +39 035 94 61 11 fax +39 035 94 69 09
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