
Fiche produit
GW62475 
Série IEC 309 HP 

 
A range of trailing and fixed plugs and socket-outlets for industrial use, complying with the dimensional and
performance standards unified at International level (IEC 60309) and assimilated by the European Standards
(EN 60309) and Italian Standards (CEI 23-12). Socket-outlets and plugs with a rated current of 63 and 125A
are equipped with an extra pilot contact (CP) for creating an electric interlock. The range is completed with
90° fixed plugs and 10° and 90° fixed socket-outlets. Sleeves and pins are obtained from solid brass bar,
type Pt. CuZn40Pb2 (Cu 58%, Zn 40%, Pb 2%); anti-loosening terminals with unlosable screws, and built-in
cable clamp with anti-abrasion cable gland

JauneColoris 16Courant nominal (A)
IP44Indice de protection 3P+TNombre de pôles
IK08Résistance aux chocs 4Référence h

100 - 130 VTension nominale Socle de prise en saillie 90°Type
50/60 HzFréquence 1-2,5 mm² fils souples - 1,5-4 mm² fils rigidesCapacité de serrage des bornes

-25 +55 °CTempérature d'utilisation À visType de câble
2210Electrocod 850 °C (parties actives) - 650 °C (parties passives)Test du fil incandescent

> 5000Nombre total de manœuvres 22 ASurcharge admissible
20 APouvoir de coupure à 1,1 Un > 10 MΩRésistance d'isolement

125 °C (parties actives) - 80 °C (parties passives)Thermopression avec bille
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SYMBOLE TECHNIQUE

IP44 IK08

-25 +55 °C

À vis 850 °C (parties
actives) - 650 °C
(parties passives)

125 °C (parties
actives) - 80 °C

(parties passives)
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