Product Data Sheet
GWS2992

Seria ASTRID FULL PANEL LED 60x60

GEWIS5

Zestaw do uzytku awaryjnego wyposazony w akumulator Ni-Cd o 3-godzinnej autonomii po 24-godzinnym
fadowaniu. Wyposazony w przycisk testowy do sprawdzania stanu baterii, musi by¢ umieszczony na oprawie.

@ Gwarancja 2 lata, z wytaczeniem baterii i falownika. Kompatybilne z nastepujacymi seriami: ELIA AL, ELIA DL i
ELIA PL. NIEKOMPATYBILNE z serig ELIA PL IP65.

(&=

Opis Zestaw awaryjny 3h Seria Petny panel Astrid
Typ Zestaw awaryjny Wersja Staty 3 h
Akumulatory 4 W Zastosowanie Wewnetrzny
Temperatura pracy 0+25°C Ochrona IP 1P20
Odpornos¢ na wstrzasy 1KO3 Autonomia 3h
Mocowanie Krawedz urzadzenia Klasa Izolacji 1l
Akumulatory zasilajace Wymienny Napiecie zasilajace 220-240 V - 50/60 Hz
Czas tadowania 24 h Masa (kg) 0.8
Electrocod 2419
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PHOTOMETRIC DISTRIBUTION

Data, measures, designs and pictures are for information purpose only, last update 11/04/2024. They can be changed at any moment, therefore it is always ecommended to read
the last updated version published on the website www.gewiss.com.Lumen output and system power are subject to a tolerance of +/- 10%. Unless stated otherwise, the values
apply to an ambient temperature of 25°C. Terms of warranty at https://www.gewiss.com/it/en/company/landingpage/led-warranty. - 1 of 1



