Product Data Sheet
GW84205

Seria GENIUS

Wielofunkcyjne reflektory szerokostrumieniowe wykonane z odlewanego pod ci$nieniem aluminium,
malowanego proszkowo powtoka poliestrowg, do zastosowan przenosnych na wsporniku rurowym. Optyka w
99,85% wykonana jest z polerowanego i anodowanego aluminium. Ptaskie szkto hartowane o grubosci 5 mm.
Uszczelka silikonowa przeciwstarzeniowa Odpowiednie do uzytku z lampami halogenowymi Wyposazone w
ochronng ostone z drutu oraz przewdd typu HO7RN-F o przekroju 3x1,5mm? dtugos$ci 5m z wtyczka IEC 309
2P+E 200-250V IP67

Zastosowanie Zewnetrzny Typ Zastosowanie Przenos$ny
Ochrona IP IP55 Odpornos$¢ na wstrzasy IK10
Klasa Izolacji | Minimalna odlegto$¢ od o$wietlonego obiektu 14 m
Masa (kg) 4.8 Kolor Szary grafitowy
Oprawa roboczy 43A Maksymalna Moc 1000 W
Trzonek lampy R7s Zrédio $wiatta HD
Klasa sprawnosci kompatybilnych lamp C+B Optyka Optyka symetryczna - ULOR: < 0% 0%
Electrocod 2424
DIMENSIONAL PHOTOMETRIC DISTRIBUTION
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TECHNICAL SYMBOLOGY
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IP55 IK10 1.4m

STANDARDS/APPROVALS
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Data, measures, designs and pictures are for information purpose only, last update 10/04/2024. They can be changed at any moment, therefore it is always ecommended to read
the last updated version published on the website www.gewiss.com.Lumen output and system power are subject to a tolerance of +/- 10%. Unless stated otherwise, the values
apply to an ambient temperature of 25°C. Terms of warranty at https://www.gewiss.com/it/en/company/landingpage/led-warranty. - 1 of 1



