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zrodto oswietleniowa do przejsé / ogrodéw wykonana z odlewanego cisnieniowo aluminium, malowana
proszkowo powtoka poliestrowa po trzykrotnej pasywacji. Ostona z tworzywa sztucznego. Uszczelka
silikonowa przeciwstarzeniowa. Dioda swiecaca stanowigca gtéwne zrédio $wiatta zasilana ze zwyktego zrédta
energii elektrycznej, dioda dodatkowa wyposazona w soczewke zapewniajgca efekt oswietlenia punktowego.

Klasa Izolacji | Kolor BlueGreen
Ochrona IP 1P65 Zrédio $wiatta LED
Odpornos$¢ na wstrzasy IK10 Napiecie zasilajace 220/230 V - 50/60 Hz
Liczba lamp 6+3 Sygnalizacja $wietlna lampa Biaty
gtéwny lampa Biata dioda Led - 3000 K Masa (kg) 4
Zastosowanie Zewnetrzny Wysokos$¢ H (mm) 350
Moc 27T W Gwarancja Mozliwo$¢ rozbudowy
Temperatura pracy -25 +25 °C Rodzaj napedu LED sterownika pradu statego
Klasa sprawnosci wbudowanych diod LED A+ A++ Rodzaj zrédta Swiatta Dioda LED - Niewymienna
Electrocod 244C Swiatto zanieczyszczenie 0 cd/Kim

DIMENSIONAL PHOTOMETRIC DISTRIBUTION
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Data, measures, designs and pictures are for information purpose only, last update 04/04/2024. They can be changed at any moment, therefore it is always ecommended to read
the last updated version published on the website www.gewiss.com.Lumen output and system power are subject to a tolerance of +/- 10%. Unless stated otherwise, the values
apply to an ambient temperature of 25°C. Terms of warranty at https://www.gewiss.com/it/en/company/landingpage/led-warranty. - 1 of 1



