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Wnekowe downlighty z mocowaniem sprezynowym. Korpus z plyty stalowej. Reflektor z aluminium.
Pochtfaniacz temperatury z aluminium. Plastikowy, przezroczysty klosz pryzmatyczny. Zrédto swiatta LED
~ Sredniej mocy. Dostepne rowniez w wersji awaryjnej.

«mYy

Zastosowanie Wewnetrzny
Montaz Obudowy do montazu podtynkowego
Odpornos$¢ na wstrzasy 1K02
Napiecie zasilajace 220/240 V - 50/60 Hz - Samodzielny
Masa (kg) 1.1
Kolor Biaty
Ochrona IP IP20 (przedziat optyczny IP40)
Rodzaj napedu LED sterownika pradu statego
UGR <=19
Temperatura Barwowa 4000 K (CRI>80)
Klasa sprawnosci wbudowanych diod LED A+ A++
Okres eksploatacji diody LED (L80B50) 50000 h

DIMENSIONAL

119

2216

TECHNICAL SYMBOLOGY

Typ Samodzielny
Srednica (mm) 200
wyj$ciowe 220-240 V - 50/60 Hz
Moc 19W
Zrédio $wiatta LED
Moc z oprawy (Im) 2000
Klasa Izolacji I
Temperatura pracy -25 +25°C
Gwarancja 5 lat
Rodzaj zrédta Swiatta Dioda LED - Niewymienna
Electrocod 2419

PHOTOMETRIC DISTRIBUTION
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Data, measures, designs and pictures are for information purpose only, last update 10/04/2024. They can be changed at any moment, therefore it is always ecommended to read
the last updated version published on the website www.gewiss.com.Lumen output and system power are subject to a tolerance of +/- 10%. Unless stated otherwise, the values
apply to an ambient temperature of 25°C. Terms of warranty at https://www.gewiss.com/it/en/company/landingpage/led-warranty. - 1 of 1



